
 

 

 

 

 

Meet nauwkeurig het midden van de voorzijde van de BrickBin en plak het forex plaatje op de 

gewenste hoogte. Wij adviseren deze tegen de ronde bovenlijn aan te plakken  

 Indien u een vervuild oppervlak 

wilt verbinden dient u deze eerst goed schoon te maken. 

Maak de te verbinden oppervlakken schoon met 

een schone pluisvrije doek en Isopropylalcohol 

oppervlaktereiniger of de Iguna Strong Surface 

Cleaner. Beweeg altijd in één richting en één beweging. 

Maak de oppervlakken na de laatste reiniging met 

een nieuwe pluisvrije doek goed droog. Beweeg 

altijd in één richting en één beweging. 

Breng de tape/plaatje  aan op één van de oppervlakken. 

Vermijd hierbij zo veel mogelijk contact met zowel 

de kleefzijde van de tape, als de schoongemaakte oppervlakken. Druk de tape met plaatje goed aan. 

Gebruik geen scherpe materialen bij het aandrukken. 

Voor een betere hechting drukt u de materialen daarna goed aan. 

 

Eindsterkte na 72 uur 

De verbinding heeft 72 uur nodig voordat het zijn uiteindelijke eindsterkte heeft bereikt. 

Heeft u vragen mail naar info@brick-bin.com 
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Accurately measure the center of the front of the BrickBin and stick the forex plate at the desired 

height. We recommend sticking this against the round top line 

 If you have a dirty surface 

If you want to connect, you must first clean it thoroughly. 

Clean the surfaces to be joined with 

a clean lint-free cloth and Isopropyl alcohol surface cleaner or the Iguna Strong Surface 

cleaner. Always move in one direction and one motion. 

After the last cleaning, clean the surfaces with 

dry with a new lint-free cloth. Move always in one direction and one movement. 

Apply the tape/plate to one of the surfaces. 

Avoid contact with both as much as possible 

the adhesive side of the tape, as well as the cleaned surfaces. Press the tape with the picture 

firmly.Do not use sharp materials when pressing. 

For better adhesion, press the materials then tighten properly. 

Final strength after 72 hours 

The compound needs 72 hours before it reaches its final strength. 

If you have any questions, please email info@brick-bin.com 
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